GENERAL PURPOSE AIR & WATER HOSE conTINUED

MOR GENERAL PURPOSE AIR & WATER HOSE

This air and multi-purpose hose is designed to handle the oily
mists used to lubricate pneumatic tools. Featuring a medium
oil-resistant tube with multi-spiral polyester reinforcement, the
hose remains flexible even in extreme temperatures. Its durable
cover resists abrasion, cracking, weathering and ozone. Not
recommended for handling fuels.

COVER COLOR Red OIL RESISTANCE Medium
TUBE MATERIAL EPDM, RMA Class C COVER MATERIAL EPDM
REINFORCEMENT Spiral polyester yarn TEMPERATURE RANGE ~ -40°F to +200°F
NOMINAL I.D. ‘ NOMINAL 0.D. REINFORCEMENT ‘ WORKING PRESSURE = MIN. BEND RADIUS | WEIGHT
(INCHES) (MM)  (INCHES) (MM) SPIRALS (INCHES)  (MM) (LB/FT) (KG/M)
1/4 6.35 0.50 1270 2 200 1.50 38.10 0.09 0.13
1/4 6.35 0.50 1270 2 300 1.50 38.10 0.15 0.22
5/16 794 0.62 15.75 4 300 2.00 50.80 0.14 0.21
3/8 9.53 0.69 17.53 2 200 2.25 57.15 0.15 0.22
3/8 9.53 0.69 17.53 2 300 2.25 57.15 0.18 0.27
12 12.70 0.81 20.64 2 200 3.00 76.20 0.19 0.28
12 12.70 0.84 21.34 4 300 3.00 76.20 0.25 0.37
5/8 15.88 1.00 25.40 4 300 3.75 95.25 0.30 0.45
3/4 19.05 1.15 29.21 4 250 4.50 114.30 0.37 0.55
3/4 19.05 1.15 29.21 4 250 4.50 114.30 0.37 0.55
3/4 19.05 1.15 29.21 4 300 4.50 114.30 0.37 0.55
3/4 19.05 1.15 29.21 4 300 4.50 114.30 0.37 0.55
1 25.40 1.37 34.80 4 200 7.00 177.80 0.42 0.62
1 25.40 1.43 36.20 4 300 7.00 177.80 0.50 0.74
1-1/4 31.75 1.75 44.45 4 200 8.75 222.25 0.81 1.21
1-1/2 38.10 2.00 50.80 4 200 10.50 266.70 0.94 1.40
2 50.80 2.55 64.77 4 200 14.00 355.60 1.12 1.67

INDUSTRY INTERCHANGE: Mainliner, Ortac, Super-Flex GS

* RAGCO supports the autonomy of its locations to select the best products to service their markets.

8 RAGCO RUBBER HOSE Subtle variations of these specifications may exist. Contact your RAGCO affiliate for confirmation.



